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i adi oM ER 
With your PT-1880, you can create labels for any application. Select from the 
many frames, character sizes and styles to design beautiful custom labels. In 
addition, the variety of tape cartridges available allows you to print labels with 
different widths and exciting colors. 

Read this manual carefully before starting and keep the manual in a handy 
place for future reference. 


FCC NOTICE 


This device complies with Part 15 of the FOC Rules. Operation is subject to the following two conditions: (1) 
This device may not cause harmful interferonco, and (2) his davice must accept any interference received, 
including interference that may cause undesired operation. 


‘This equipment has beon tested and found to comply with the limits for a Class B digital device, pursuant to 
FCC Rules. These limits are designed to provide reasonable protection against harmful 
tion. This equipment generates, uses, and can radiate radio frequency 
accordance with the instructions, may cause harmful interference to 
is no guarantee that interference will not occur in a particular 
to radio or television reception, which can be 
encouraged to try to correct the interference by 


mined by turning the equip 
‘more of the following meas 


- Reorient or relocate the receiving antenna. 

- Increase the soparation botwoon the equipment and receiver. 

- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected, 

+ Consult the dealor or an experienced radio/TV technician for help. 

- Changes or moditieations-not expressly approved by Brother Indusines Ld anuid void the user's 
authority to operate tho equipment. 


* Use only Brother TZ tay 
the I% mark. 

* Do not disassemble or modify the machine/AC adapter. 

* Do not clean the machine with alcohol or other organic solvents. Only use a soft, dry 
cloth. 

* Do not touch the print head mechanism. Use a soft wipe (e.g. a cotton swab) when 

cleaning the print head. 

To avoid injuries, do not touch the cutter's edge. 

To prevent damage or breakage, do not press on the LCD display. 

Do not put any foreign objects into or heavy objects on the machine. 

Do not leave any rubber or viny! on the machine for an extended period of time, 

otherwise the machine may be stained. 

* Do not get the machine/AC adapter/power plug wet, such as by handling them with 
wet hands or spilling beverages on to them. 

* Do not expose the machine/AC adapter to extremely high temperatures or high 

humidity. Never leave them on the dashboard or in the back of your car, near heaters. 

or other hot appliances. Keep them out of both direct sunlight and rain. 

Avoid using the machine in extremely dusty places. 

* Depending on the environmental conditions and the applied settings, some 
characters or symbols may be difficult to read. 

* Do not pull on the tape being fed from the P-touch labeler, otherwise the tape 
cassette or P-touch labeler may be damaged. 

* Donotattemptto cut the tape while printing or feeding since this will damage the tape. 

* Donottryto print labels using an empty tape cassette set in the P-touch labeler. Doing 
so will damage the print head. 

* Remove the batteries and disconnect the AC adapter if you do not intend to use the 
machine for an extended period of time. (Note: When power is disconnected for more 
than five minutes, all text, format settings and any text files stored in the memory will 
be cleared.) 

* Do not use old and new batteries together or mix alkaline batteries with other type 
batteries, or set the positive and negative end in the wrong position. Otherwise, the 
batteries may leak or be damaged 

* Do not use metallic articles, such as tweezers or metallic pen, when exchanging the 
batteries. 

+ Always use the specified voltage and the suggested AC adapter (AD-24) for this 
machine to prevent any damage or failure. 

* To prevent fire or electric shock, make sure that the plug of the AC adapter is fully 
inserted into the power outlet. Do not use an outlet that is loose. 


with this machine. Do not use tapes that do not have 


Unpacking Your P-touch Labeler 


Check that the package contains the following before using your P-touch la- 
beler. 


PT-1880 


Included items may differ by distribution. 
Tape Cassettes 


Make sure that the power is turned off when replacing a tape cassette. 


|1] Open the tape compartment cover by lifting up both sides at the same time. 
E If a tape cassette is already installed, remove it by pulling it straight up. 


Insert a tape cassette, making sure that it snaps into place. 
End of tape 


Tape compartment 


l; 


Ae 
NP. 


s Ts 


* Make sure that the end of the tape feeds under the tape guides. 

* If the ink ribbon is loose, use your finger to wind the toothed wheel in the 
direction of the arrow on the cassette. 

After you have installed the tape, feed the tape (C= 

push in the tape cutter lever to cut the tape. 


Securely close the front cover, making sure that it snaps into place. 


Power Supply 


Make sure that the power is turned off when replacing batteries. 


|1] Turn the machine over and remove the battery compartment cover. 
If batteries are already installed, remove them. 


+ D ) once and then 


"ITEM 


Insert six new AA-size alkaline 
batteries (LR6), making sure that 
their poles point in the correct 
directions. Always replace all six 
batteries at the same time using 


$ brand new ones. 


Y 


Attach the battery compartment cover by inserting the three hooks at the 
bottom into the slots on the machine, then pushing down firmly on the 
cover until it snaps into place. 


When using optional AC adapter (model 
AD-24) | 
Q) Insert the plug on the adapter cord into 


the adapter jack on the right side of the X 
machine. 


Insertthe into the nearest standard 
© eerca butet. 
For memory back up, we recommend using 
AA-size alkaline batteries (LR6) together 
when using the AC adapter. 


REFERENCE 


Size f Width 
Cursor 
Caps — —— —3À 
$ aane 
Tape cutter lever Label Length 
» 
5 
d 

Aia Esc key 

oniy IER. Lu) ud 
Preview key | Eaj Pn in 
Font keys a E x Power ke 

Tres) unction 

Character keys -= 3 Dacii 
Tab key ajaja] 

Enter ke) 

prey SIDDDDUDUD = d 
Shift key il Sua = Shift key 
Symbol key j as] ‘Accent key 
Space key 


Auto Format key L SS 


E 


you enter can be up to 80 characters in length, which will scroll 
across the display. 


Use cafe? with Shift key to go to beginning/end of the text. 


Turning the Power On 
e 


Setting Language (Friiciebaisvese 


(6*8) 


fe 


7 {Language} {] JD * SP [English] 


Setting unit (ncm) (@+2) 


The machine automatically turns off if no key is pressed wen 5 
minutes. 

To cancel operations, press £ . 

To initialize the P-touch labeler back to factory settings. Summ aff the 
machine and then while holding down{==land=_ . geess (Eis 
turn the machine back on. Finally, release C= Jand? ^. 


The LCD shows one row of 15 chatacters; however, the text that— 


A- 


Troubleshooting 
Error message 
Battery Weak! The batteries are weak. Replace them with new ones. 


Check Battery! The installed batteries are about to run out. 

Invalid! * There is no text above the cursor when you set Number- 
ing. 

* Invalid character is selected for Numbering. 

* Invalid number is selected for Tab Length or Label Length. 


No Text! * You tried to print a text file when there is no data stored in 
the memory. 
* The Print key is pressed when no text is entered. 
+ You tried to set Copies, Numbering or Mirror when no text 
is entered. 
Line Limit + You tied o enter a rd ine by pressing Enter Key 
+ You tried to print a 2 line text when 9/64" (3.5 mm) or 1/4" 
(6 mm) tape is installed. 
No Cassette! You tried to print a label when there is no cassette installed. 
Cutter Error Tape cutter lever is used in the middle of printing process. 
Fuil The maximum number of characters (80 characters) have 
already been entered. 
Tex Too Long! The text length exceeds the selected label length or the 
selected Auto Format setting length. 
No Frame OK? Printing on 9/64" (3.5 mm) tape with invalid Frame setting 
‘ON. (Select À to print with no Frame, £] to cancel.) 
What to do when. 
[m lay stays bank |* Check thatthe batteries are correctly inserted. 
after you have turned on |» If the batteries are weak, replace ther 
the machine. + Check that the eim Tui connected, 
When the label is * Refer to "Seting farqin) on this users 
printed out, there is too | guida and sek select (Halffor NS FEE ave smaller margins 
much margin (space) on | for your label. 


both sides of the text. 
The machine does not 
print, or the printed 
characters are not 
formed properly. 


le s Check that the tape cassette has been inserted correctly 
tape cassette Is emply, replace it. 
- Check the tape compartment cover is properly closed. 


The seting has cleared |- The batteries may be weak. Replace them. 
on 2s Own. res jo dece for more than ive minutes, a 
display Language and uni 
settings will also be cleared. e 
Abianknorzontal ine |* There maybe some dust on the print head. Remove the 


tape cassette and use a dry cotton swab to gently wipe the 
it head with and 


up-and-down motion. 
print head can be cleaned more easily if the optional 
l printhead: cleaning cassette (TZ-CL4) is used. 
Tre machine * Tum off the machine, and then while holding 


down [E=] and KJ , press © to turn the machine back 


on. Finally, release C=] and [E] 

* Note: The text and formats in E display are erased. Also, 
the language and unit settings will be cleared. 

* The batteries may be weak. Replace them. 

+ Check that the batteries are correctly inserted. 


* Check that the end of the tape feeds under the tape guides. 
+ The cutter lever is used while printing. Do not touch the 
cutter lever during printing. 


16.5" (W) = 8.5" (D) x 2.2" (H) 
(167mm (W) x 215mm (D) x 57mm (H) 


‘Six AA-size alkaline batteries (LR6) or optional AC adapter 
(model AD-24) 


‘Brother TZ tape (width) : 
SE (855 mm), 1/4" (6 mm), 3/8" (9 mm), 1/2" (12 mm), 3/4" (18 mm) 


‘See the attached "Supplies and Accessories Guide". 
model AD-24 
[CC3500 


"I MAKING TEXT N 


Setting Font 


© preme] 


ES 9 [re] 
ching Upper Case/Lower Case 
= 


image| HELSINKI 


image| BOHEMIA 


E EBEE 


Upper case ( [==] ON) Lower case ( [==] OFF) 


Making Two Line Text 


Move the cursor to where the second line starts and press 5" | 
Use either 3/8" (9 mm) or 1/2" (12 mm), or 3/4* (18 mm) wide tape for two line text. 


Display Label image 
[aces ABC 
oer 


Entering Symbols 


Setting [Size] (Gm) 
EN OST [Size]. > [Large] E 
[Large] [Medium] [Small] [MAX] 

J.SMITH J.SMITH JSMITH J.SMITH 


Automatically adjusts the text size according to the tape width. 

Select MAX to print with maximum text size when using 3/4" (18 mm) tape, all 
texts are in upper case, the Style setting is [Normal], and the Underline/Frame 
setting is [Off]. 


Setting [Width] (O4) 
EN Oa [Width] Es s "1? [x2] s 

[x2] [x12] 
EC JSMITH) [J:-SMITH] [im] 
Setting [Style] (vertical) (6*8) 


as © + [style] > = [Vertical] D 


TO 96 to te next group, press =} 


e mje [Boi] — [Outline] 
Co E [ SMITH ] J.SMITH | JSM! 

i 7|[$ ¢ € & ¥ © [Shadow] [talic] — [Italic Bold] 
Le]o- a = von|| s][a-8 y 9*8 mE | J.SMITH J.SMITH J.SMITH | 
| : SSE NEO TE m p £ . = Mali Out tlie Outline) [Italic Shadow] (Vertical) —— 

*-oxoR - b ~ = + e 

Ls ti DES CNN eos | [4.SMITH | |> -o2--z] 
Lels ets ela g ë ] Setting [Underline/Frame] (0+0) 


To cancel operations, press á] 


Entering Accented Characters 
DOsat -7a 


a |aadawaqgaaa 


A AZAAAAA 

c [Xe] c [céé 
EE: la faoa 

E ÉC EEREE [3 RET EE 
2 ae s [98 

| [EHETLTI i |fittite 
eq k 1k 

t [tiir | pir 

N [NNNN n [nin 
216069606 o |606966@6 
RIRRR i a 

s [$$SSR s[8$$ssf 
SITTE t [ttp 

v [U000Uu 000 u [|üuüüüqüuü 
LIY y |»y 

z |222 z [222 


* To cancel operations, press £] . 
* The order of accented characters differ by the selected LCD language. 


To Clear 
To delete a character one by one 
A | 

To delete all text 
© +b [Clear] D «si? [Text Only] 
To delete all text & format 

i ©? [Clear] às > Gi» [Text & Format], 
You can also go into [Text & Format] / [Text Only] by pressing =) + = 


(0*&) 


e © > «I7 [Underline/Frame] zs « SP [Underline] 

(Off) [Underline] [Round] [Candy] 

ABC ABC (ABC) 

[Banner] ^ [Wooden] [Vine] [Hand] [Flower] 
SABCS [ABC] [ABC]  $ABCO #ABCY 


Frames cannot be printed on 9/64" (3.5 mm) tape. 


Setting [Label Length] auto/12"-120°)(@ +0) 
EN Ooo fatal engin} en Fe 38 


* You can also select the length by entering the length with Num keys. 
* To retum to [Auto], press C =] 


Setting [Tab] 


You can make aligned texts by setting tabs. 
Example: To set a tab between "ABC" and "D" 
The cursor should be positioned where you set a tab. 


E mJ 
Display Label image 
pm ABC D 
-—Tab—- 


Setting [Tab Length](auto / 0.0" -407)(6 +=) 
Osien] oy Fe Ja 


* You can also select the by entering the length with Num keys. 
* To retum to [Auto] press L= ). 


Setting [Auto Format] 


You can choose label length from six formats to create labels for various ap- 
plications. 
Qu avem 


"HS Spine CD Case Spine 44 
MiniDV Spine 18 File Tab. 32 
Audio Tape = Divider Tab 16 


Z DESIGNING LABELS 


PRINTING LABELS 


Text Preview 


COMPLETED LABELS 
OOZ-r«oro Noon 


= KenG P-touch.com 


You can preview the text before printing. 


v 


* The LCD shows the whole text and the label length (inch/mm), then returns to the 
original text. 

* Only the text can be previewed, not the font, style, size, underline/frame or any 
additional features. 


Feeding (rape Feed) 


i-a 


* The machine will feed 1.0" of tape, which may be needed when installing a new tape 
cassette or when using the [Chain Print] feature. 


Printing 


e. pn 


* To cut off the label, push in the tape cutter lever on the upper-left comer of the 
machine. 

* To prevent damage to the tape, do not try to cut while the message "Print" or "Feed" 
is displayed. 


Setting [Margin] (Tape Margin) 


GN G3 


[Fully[HalfV/[Narrow] is for leaving equal margins on both sides of the text. 


(6*8) 


[Margin] & > Si? [Full] 


NOTE: Cut along the printed dots (:) with scissors so the text is centered in the label. 
Full Half Narrow 

[ ABC ABC | 
caliente wo Ww ie de 


[Chain Print] is for printing more than 1 copy of a label with minimum margin 

«e.g. 1». You can also create a label containing text in various styles; print a 

text in one style, and before feeding, enter the second text in another style 

«eg. 2». 

FEED THE TAPE BEFORE USING THE CUTTER (see Feeding/Printing). 

Otherwise A PART OF THE TEXT MAY BE CUT OFF. Do not try to pull the. 

tape since this may damage the tape cassette. 

Chain Print 

«eg. 1> E 
ABC ABC ABẸ 

"(feed & cut) 


Using [Print Option] 


[Copies] 
You can print up to 9 copies of each label. 


© "e x? [Print Option] D > SIP [Copies] «e 


W Deere A 


You can also select the number of copies by entering with Num keys. 
[Numbering] 
You can print many copies of the same text while increasing a selected 
number by 1 after each label is printed. 

Example: To print copies of a label containing a serial number (0123, 0124 and 0125} 


> © > [Print Option] x > 


‘SP [Numbering] zx > <I> 


W uir [nz 


CEN 


Select the highest number you wish to be printed when setting the number. 
[Mirror] 
g 


© S [Print Option] D > SIP? [Mirror] D *[Mirror Pina 


YƏNILH 


Use clear tape in [Mirror], so the labels can be read correctly from the appo- 
site side when attached on glass, windows or other transparent surteees- 


Larry Sampson 
«Marketing Dept.» 


X Mary.8 X 


05(8652)-6491 


© DO NOT TOUCH 


[i My favorie Music lt X Bsstrus grins cs Ww J 


Peel the printed label from backing and apply the label. 


EFUL FUNCTIONS 


| 
| 
| 
| 
| 


Memory (File) (6*8) 


You can save your original labels on to your machine. Up to five labels can 
be saved and recalled for printing whenever you desire. You can also edit and 
overwrite the stored label. 


CN um 7 0 «Flea + 
To Save: 

[Save D m «e f=" | 
To Print: 
[Print] 2 «e sre [eee Ju. 
To Open: 
> sie [Open] as se sie fr Fewer] 


oe 


If you try to store a label when there is already a label stored to that 
e number, a message "Overwrite?" will appear. Press|=\ to save your 
new label. Press £to cancel. 


Function Shortcuts (O *C3^-82) 


In addition to the basic steps to search for a function, the PT-1880 provides 
you with function shortcuts so you can easily jump to a frequently used func- 
tion just by pressing @ and the shortcut key shown in the table below. To 
confirm, press: . 


1l [Margin] 

[=] [Tab Length] 

B [Print Option] 

gl [Underine/Frame] | [Language] 

af [Fae] ] [Unit] 

& | [Label Length | =] [Clear] H 


Should you encounter any problems with your product, please do not 
retum your product to the store! 


After referring to the User's guide, if you still need assistance, call Brother 
Customer Service at- 


1-877-4-PTOUCH 
www.brother.com 
1-901-379-1210 


If you need to locate a service center, please call 1-800-284-HELP or visit 
us at www.brother.com 


